  LASER BASICS 

INSTALLATION AND RECOMMENDATIONS

FOR

BLOWER REQUIREMENTS
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[image: image12.png]HIGH PRESSURE BELT-DRIVE BLOWERS WITH DRIVE PACKAGE ORDERING D
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ATAt (See page 3689 for Dimensional Data)

Wheel CFM & RPM @ Stalic Pressure Shown Motor DBA Stock I
Dia. (In.) T3 g TE o g e g e 10* 17" 12" HP PH.  @5ft + No. Each
| cFM 510 460 400 330 310 — — — — — 112 1 80 70754 $440.75
RPM 2500 2600 2700 2800 3000 — @— @— @ — — - |
CFM 590 550 500 450 400 340 250 210 —  — — — | 34 1 86 D755 460.00
10% RPM 2800 2900 3000 3100 3200 3300 3400 3600 — @ — — i}
- - - -— . —_—
4c129 CFM 670 630 600 540 480 440 390 330 —  — — — 1 87 7D756 a87.00
| RPM 3100 3200 3300 3350 3400 3500 3600 3700 — @ — — —
CFM /80 740 710 670 620 570 500 490 450 430 350 330 | 1% 3 90 0757 53500
. Rem 3350 3600 3700 3750 3800 3830 3900 4000 4100 4225 4300 4450 |
| CFM /60 690 620 570 510 430 380 @— @ — — — — T 1 83 7D758 565.50
RPM 2450 2500 2550 2650 2750 2850 3000 — @— @ _ — —
. CFM 890 840 780 710 680 610 520 360 —  — — — 1% 3 86 D759 598.00
12% RPM 2800 2850 2900 2950 3050 3100 3150 3250 — @ — — -
4C130 CFM 980 940 880 820 770 720 660 620 580 560 480 400 2 3 90 70760 624.00
RPM 8050 3100 3150 3200 3250 3300 3350 3450 3550 3680 3750 3850 .
| CFM 1140 1100 1080 1040 980 940 900 860 810 760 740 680 | 3 3 93 70765 657.00
" RPM 3500 3550 3600 3650 3700 3750 3800 3850 3900 3950 4050 4100 |
T CrM 1010 890 780 660 540 470 —  — _ — 1 83 70766  596.50
. RPM 1925 2000 2100 2200 2300 2450 — @— @ —  _ — —
" CRM 1200 1080 960 870 730 550 540 460  — — — — T 3 85 D767 630.00
" RPM 2200 2250 2300 2400 2450 2500 2670 2800 — @ — — —
- e ——— — - —-— —_ e - - —_ i ———— —_— e —~ _— [ «A,F - ——— e — el —_—
. CFM 1330 1230 1130 1070 960 880 800 700 580  — — — 2 3 89 7D768 680.00
13% - RPM 2400 2450 2500 2600 2670 2750 2850 2920 3000  — — —
4C131 CFM 1560 1480 1400 1340 1240 1140 1080 —  — — — — 3 3 92 70769 653.50
RPM 2750 2800 2850 2920 2970 3000 3100 — @ — — -
CFM ~ — — — — —  — 1040 940 80 680 640 3 3 93 70770 665.00
. RPM - — = — — — 3200 3250 3340 3340 3450
| CFM 1860 1780 1720 1660 1660 1530 1450 1400 1350 1300 1200 1150 | 5 3 9 0771 738.00
RPM 3250 3250 3300 3340 3400 3450 3500 3600 3650 3700 3750 3800

{7) Drive Package consists of appropriate motor, belt and sheaves to obtain the performance listed.
I I
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BLOWERS

THROUGH OUR RESEARCH WE HAVE ESTABLISHED GUIDELINES ON THE PROPER CFM RATINGS REQUIRED FOR THE EXHAUST SYSTEM.  THESE RATINGS ARE BASED ON THE MEASURED DISTANCE BETWEEN THE EXHAUST OUTLET ION THE LASER SYSTEM AND THE INLET OF THE EXHYAUST BLOWER.  WE HAVE FOUND A SUITABLE SUPPLIER FOR THIS TYPE OF EQUIPMENT IF YOU CHOOSE NOT TO USE THIS SUPPLIER, PLEASE ENSURE THAT THE BLOWER THAT YOU PURCHASE MEETS OR EXCEEDS THE FOLLOWING SPECIFICATIONS:

	DISTANCE BETWEEN BLOWER AND LASER
	CFM RATING AT 6 INCHES STATIC PRESSURE
	GRAINGER                  CATALOG #

	UP TO 7 FEET
	235 @ 6 INCHES STATIC PRESSURE
	7C182*

	8 – 14 FEET
	410 @ 6 INCHES STATIC PRESSURE
	7C183*

	15 – 22 FEET
	535 @ 6 INCHES STATIC PRESSURE
	7C184*

	25 – 30 FEET
	625 @ 6 INCHES STATIC PRESSURE
	7C185*


*THESE BLOWERS COME EQUIPPED WITH A WEATHER PROOF COVER.  THE ADDITIONAL COST OF SHELTERING THIS BLOWER WILL NOT BE NECESSARY.

5 FOOT RUBBER HOSE KIT – GRAINGER PART # 1Z890

IF YOU WOULD LIKE TO PLACE AN ORDER FOR A BLOWER OR WOULD LIKE TO RECEIVE A CATALOG OR THE NAME OF THE CLOSET DEALER, PLEASE CALL

GRAINGER CORPORATION

1-800-323-0620

OR FAX

1-800-722-3261

DUCTWORK, FITTINGS, REDUCERS, SHUT-OFF GATES

THESE ITEMS CAN BE PURCHASED FROM:

McMaster-Carr Supply Co.

P.O. Box 4355

Chicago, IL 60680-4355

(708) 833-0300

[image: image3.png]7 to 13" diameter self-cleaning, radial blade s
wheels :

s For small ducted dust exhaust systems and for .
supplying high pressure air for conveving and -
cooling ’

¢

Used where dust collection bags are necessary

Clockwise or Counter-clock-

wise Rotation = Welded 16-gauge steel housings

®» Balanced, self-cleaning, paddle-type, precision -
die-cast aluminum wheels. Not intended for use
where flammable or explosive gases, vapors, ot
dust is present

No. 2C940

Clockwise rotation, bottom horizontal discharge

» Adapts to seven other discharge directions

Air deliveries based on standard test codes of
AMCA

Gray baked-on epoxy finish

Maximum inlet temperature is 180°F

Motor packed separately when ordered

WARNING: Review OSHA Codes.
OSHA complying guards are required

when fan blades are exposed and with-
in reach of personnel.

)| Replacement Parts Available
X
., 1-800-323-0620
HIGH-PRESSURE DIRECT-DRIVE BLOWER DIMENSIONS ‘
Stock ] DIMENSIONS IN INCHES X-Adﬂ'. X-Adl.
No. | A B ¢ D E F G H J L 0 P R S vV Min. (In.) | Max. (In,)
20940 11 8 3 3 5 7 172 5% 474 5% S 12V4 4 6% 5% — 8% )
20820 121 8 3% 34 5% 7 1/2 6% 5% 67 6% 12% 5 7V 6% — 9% 10%
4C108 14% 9 4 3% 6% 7V 3/4 7V 65 8 7% 14 6 8% 8% — 1% 12%
46329 | 17 1% 4 8 9% 3/4 8% I 9 9% 17 7 10 7% — 10% 10%
40330 17V 11% 7% 5% 8 9Y 1 1014 9% 11% " 18% 8 11% 8% 7V 12% l‘ 1%
(*) Outside dimensions.
HIGH-PRESSURE DIRECT-DRIVE BLOWERS ORDERING DATA
T T | i Dripproof r Totally Enclosed
f Blower Less Mator | I 115/230V, 1 Ph 115/230V, 1 Ph
Wheel (In.) | dBA @ Mtr. CFM @ SP Shown, 3450 RPM | Stock Shpg. = Motor , 200-230 /460, 3 Ph | 200-230V / 460V, 60 H:
Dia. Bare | SFt # Frame 1"SP  2'SP 3"SP 4"SP 5"SP  6'SP 7"SP  8'SP . No. Each Wi, HP Ph L Stock No.  Each | Stock No. Each
- - - — - - - - . - N ——— . O B— I - e -
™ 172 74 48 — 215 160 — — — — — 20940 $110.05 13.0 1/3 1 ‘ 70650 $180.50| 7C481  $207.50
™% 172 j 48 i 255 215 160 — — — — — 20940 110.05 130 | 172 1 7D747 208.00) 7D748 230.00
8% 1/2 77 48 — — — — 175 — — — T2[:82[] 118.80 17.0 1/3 1 I 7C504  188.50 7(483 215.50
8% 1/2 | 48 — — 340 270 175 — — — | 20820 118.80 170 ' 1/2 10 70749 217.00) 7D750 240.00
0% 58 | 84 6 | o —  —  — 500 420 300 — | 4C108 142.65 250 | 1 1| 2044l ﬁ,?.za,L — —
10% 58 | 84 56 750 700 640 580 500 420 300 — 140108 142,65 250 14 3, 7D751 .00 — —
12% 7/8 | 90 145T | 1120 1060 1000 240 880 800 720 640 | 4C329 203.50 370 T 3 3 l 7C561  393.75 — —
13% 1% 92 182T/184T7 | — — — — — 1540 1420 1300 | 40330 286.50 64.0 5 3 ' 7C562  497.00 7C487 537.50
13% 1% : 1847 2000 1900 1820 1740 1640 1540 1420 1300 | 4C330 286.50 640 IAZ 3 . 7D752 586'501 — —

The High Pressure Blowers listed above, Nos. 2C940 thru 4C329, have 4 mounting points, and we recommend 4 No. 4C950 floor mount
vibration isolators. Blower No. 40330 has 6 mounting points, and we recommend 6 No. 4C950 isolators for proper mounting. For
detailed description of isolators, see Index under [solators.

3688 | GRAINGER
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SELF-CONTAINED DUST COLLECTORS, FUME AND
SMOKE EXHAUSTERS & DUST FILTER BAG

SELF-CONTAINED SINGLE STAGE
DUST COLLECTOR

Compact size, portability, and
xcellent performance make this
single-stage dust collector an ideal
tool for home and maintenance
hops.  Filtration down to 50

microns 1 HP motor and heavy-
duty fan impeller are strong
enough to pick up large chips,
shavings, and harmful dust.

& Maximum inlet temperature: 212°F,
Maximum ambient temperature
F. 2 ft. 10° long x 4" diameter
attached directly to a
c or can be connected to
the base of the dust collector to
allow the unit to function s a floor
? sweeping vacuum. Lower eloth b
. provides large, 36 gallon cay
{ for wood chips and shavings.
Supplied with lower and upper
and a 6 ft,, 16 ga. line cord; use Hose Extension Kit
(listed below) for additional lengths. 7 Amp motor.
5'W x 33'D. UL Listed and CSA Certified. Dayton brand.

clot

th bags
No. 12890

Max  Chip  Noise  Siock sh
WP Vs CPM  Capachy  Lovel M st Bch W
1 15 60  36Gallon  65dhe 6CSO3 $08100 $371.50 1010

INDUSTRIAL SELF-CONTAINED
TWO-STAGE DUST COLLECTOR

quality two-stage system 25 sy
rable, efficient and safe X
single-stage sy
Portable dust collector include
gallon, aluminum_foil-lined, fiber
drum container (43°H x 22° diam
ter) with casters. 5 ft. hose includ-
d. Design 2 s are
identical to other two stage units
except motor is continuous-duty,
ODP. Motor is pre-wired with cord
set and switeh for 115 volts. Us
for ull dust collection applications
s other two stage units, except do
not use for hot metal dust such a
from a grinder. Traps 10
and larger dust particles.
Not suitable for aluminum or other
dust. Dust-Master brand by Cincin

Low Fre L

Volts | Volinge Blowar | Ale Veloe. 0B Miss 1t

HP Phase Wi | Amgs Whesl | CPMFPM Mwng Da B4
W1 Tiwxesmi] 8o S O 2

No. 6C502. Shipg. wi. 54.0 Ibs. List $702,00. Eacl

INDUSTRIAL FUME AND SMOKE EXHAUSTERS

3450 RPM, TEFC, 60 Hz, 1 or 3 phase

Self-contained  ventila
exhausting fumes, smoki
welding, brazing, and
tions. Max. fume temp: 180°F. Also supply
fresh air to confined work areas, tanks, or
manholes.

0 systems for
and heat from
soldering opera-

Single phase 115V
ductor cord prew

workl
14-gauge steel housing, self-cleaning cast Includes two 5
aluminum blower wheel, 10 ft. wire rein- [t lengths of hose avi

forced rubber hose with intake nozzle and
adjustable exhaust duct.

mounted on the motor,

Steel reinforced frame ‘mounts to wall or
h or bolts to hand truck or dolly.
ft. long hoses. Additional 5

below). Fume-Master by Cing

otors have 8 ft
d 1o an On-Off s

able (see Hose Kit
nnati Fan

Air Flow Valci Motor Voltags DdAl [ Ouiet laletHose | Cincinnati
A “Amps Volus* @SR | lin)  Dis. Model
370 we | » 1 76 S20820 B 1
ass x| 1 120 LS208T0 87 i
630w | 3 5 2S20H0 8 5

) Prewired i lower voltage. (1) Decibel reading i a1 & . with i hoses. and nozale stiached. (F) P

Parts avallable—Call 18005230620

How to Select Proper Fume Exhauster—Place 1
exhauster as near as practical to welder or
other equipment, S| rovide an air
flow ratesefficient to mal LT

lear feet per minute in the
Use table at right to determ|

controlled velocity.

Select the ext
exceed

* HOSE EXTENSION KIT

= e

Extension hose can also be used us
if original hose furnished with dust collector or
fume exhauster becomes damaged or worn. Hose
kit contains one 5-foot length of wire reinforced Ve
se, two clamps, and one connector | %
sleeve. Cincinnati Fan brand.

a replacement

Hose ~ Cian.fan  Stack
(In) “Model No. List {
HK3 12891 83161 8 0oy
’?' HE4 17890 6 T
HKS 22061
6 HKG  2W449

ir flow rate recommended by the
American Welding Society 1o achieve this

ster with air flow CFM
recommended
red from the table,

figure

OVERSIZE DUST FILTER BAG
Dust Filter Bag is used in applications where standand
bag becomes filled 100 quickly, such as sanding dust o
planing chip collection. Use only with 1 HP and larger
two stage dust collectors. Bag is attached (o the (op ofa
standard 55 gallon drum (not supplied) with a web beh

¥ (included). Collected dust is deposited in the drum, keep-

©ing the air filtration surface clean. Drum provides uach

er capacity for collected dust than the standard i

d the knit polyester filter b

5 microns and larger. Initial installs

dust filter bag requires No. 2WHO§

ter
ric retuin

“ tion of the oversi
it

e Ext it o conne 10 the dust collee
© % tor outlet. Dust-Master b cinnati Fan
. No.6CS01. Shpg. wi. 6.0 Ibs. List $250.65. Each $175.50

3622 GRAINGER
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Type 304—Standard Grade in Standard Sizes

Convenient, ready-1o-use sizes of the same industrial favorite described on the opposite page. This abrasion-resistant material con-
NET/SQ. FY. tains 18% chromium and 8% nickel (o resist rust and oxidation al temperatures up lo 1400° F.
recut NET EACH No. NET EACH No. C NET EACH No. NET EACH

9 3059 60-149 N 3 3 No.

1281 $928 TMESH 120" WIRE 1" MESH® 080" WIRE ¥ MESH .120°WIRE % MESHe 080" WIRE 2x2 MESH 120" WIRE
STATIY . 70T ST 0. $60.09 9226T361.. ... $37.60 9226T365...
2

o 9413 92267342 ... 12018 92267362 75.36 92261366
82267335 . 14121 92267343 18070 92267363 ... 11305 92267367
92267336 . 188.26 92267344 . 24036 92267364 15071 92267368
92267337 ... 62.75 92261345 . = oy =
92267338 12551 9226T346... ... 8231 92267389 . 16024 _____ .l
2x2 MESH 105" WIRE 2x2 MESH 080" WIRE 2x2 MESH 063" WIRE 2x2 MESH .047° WIRE

$61.38 92261378 $4260 92267385, $26.04 92267392 $20.46
. 9226738¢ 92267393 40.92
92267304 ... 6138

10416 92267395 8184
72 92261396 ... 27.28
| 8943 92267397 5456

253 MESH 063" Wine o MESH 080 WIRE 4x4 MESH .063° WIRE
10; $78.39 92267452 $51.69
108 156.78 92267456 103.38
$17 sseerasy . isser
5133 azerass - doese
f l0ass saserase . eass
Slereds | lonos sszerese 1374
5x5 MESH 047" WIRE 6x6 MESH 063" WIRE 6x6 MESH .047° WIRE
I x1'..9226T473 $28.71 92267487 $64.80 92267495 ... $46.29
3«2 92267474 92267488, 92267496 X
3'x3'..92267475 92267489 92267497
3 x4 92267476 92267492 92267498
4% 1792267477 - 92267493 92267499 ... PRI
4'x2°..9226TA78 ... 94.88 92267406 - 56 9226T494... 92267501 .4 —— G
% Diiincs Setween wie centers Omers a1 eah per inea noh.
Type 316—Standard Grade ORDERING INFORMATION
Type 316 stainiess sieel wire cloth of- _ Tis sainless seelclothis more dura- | _Type 316 atandard grade can be supplied
ordFighat 't Shem o than g an boning grace Goth, | In oy wicth up 10, the wides o ‘widh:
Son than Type 304 {1sed wbow 316 lasa ot vae o foreace ey | Specily No. put ength and wicthrecuired:
lacing page) due to its molybdenum con:  liners in hea! Irealing and {or puip and oS over 150 foot may resull
e bneomiariniiny. end can b s s Bt 2
Sea In rocasaing Teocs chemicus and  Sutdocy exposute W

noul rusting and
400" F.

Pramachncdi xiGatan o parstres 10
STANDARD ROLL WIDTHS: 36" AND 48°; Full Roll Length: 100 Linear Feet
S PO o NerRa
*" Dlacin Openin. At No. 105 Mho1e0
2. 080....... 420......708. o ...$18.82 $1515 $10.60
3. 063.. 270. 856...... 9.
4 080 e AW AB 2. 3005
piol - S0 i1
Pl 1] i
5x 5. 041 832, 8.09 2%x2
6x 6. .047 518... 10.69 Mesh
o a8 % b5
R 1) e
A e tri
8x 8 035. 518 754
8x 8...0%... 093. 554..... 735
8x 8 028....... 097 60.2. 4.69
P R w— it
1B 18 & fiss Y
10% 10 025. 075. 56.3. 6.26
S T Pt
T 120 G fe S i
12% 12... 023, 060 518.. 5.57
i a GRSl &5
15 16 eS8 15
16x 16. 040. 399, 129
16% 16 . 045 50.7. 5.31
318 S e
18x 18 . 039.......... 483, 5.28
Bk R i e
220x 20 034 ........46.2 529 Mesh
b i i
o o S i
B4 < 58
0 P 05
8 s 5
L s oS i3
26 e o 0087130 e
.4 125 80x 005..........16.0... 833
e ses o i b
2257 16.67 100% 100 006..........30.3. 5.20
%10y %1% G0dg 307 i
2096 22 150 % 150 0041 a74. 523
83.46 6208 200200 0029.......336. 577
42000 32571 250 250.. e 0024.......36.0. %0
336 o i, et i 00 s

100400 0010, 0015...
CARR # Availabie in 36" roil width only
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Full Blast Gates

Gates control volume and shut off flow of
air or exhaust g . nerease suction
efficiency on pipes

Save snergy and reduce heating cost, Con-
struction is cast aluminum (except labricated

)
Install with circular collar or inside of the
ished.

ipe. Set screws are furni
& EACH  Size NET EACH
7 K17 ... $51.30
K18 8035
K19

e 1788K28 & 1
ilyTesKaTe
187 AT8BK29

Ball Joints
Joints provide

Ball Jounts are spun from sheet metal and
zinc plated after spinning

Size No. NETEACH  Size No.  NET EACH
7 1790K21 ... $54.26 e AT90K25 ... $90.56
rd 1790K22 g 1790K26 . 107.04
5. 1790K23 . 10 1790K28 . 13214
o 1790K24

Flexible Duct Connectors
rovide tough, flexible

o
tion. Wide fabric allows casy working
and 1akes tension oul of the [oint.
Connectors consist of a four Inch wide
strip of fiver glass, canvas, of neoprene
fabric altached 1o two-inch wide galva-
nized metal sirips on both edges for fas-
tening 1o duct. Corners can be formed
asily on a brake or & bench 10p.
Connectors are furnished in
x50-1. long roll
FIBER GLASS—Waven of 100% lexturized fiber glass. Withstands
temperatures up 10 1000° F and retains 100% of its high tensile
strength at 500° F. Will not bum or smoke. Resistant to most acids.
and aikalies, midew, sunight, and aging. Color i olve drab
No. NET EACH $92.08
CANVAS UL Approved 2606, Airtight weave fabric is
treated for safety and resistance 1o moisture. flame, and mildew.
Connector has excellent llexing properties. Meats requirements of
Wliary Specifcation MILO-10860, Golor 5 0lve dra
No. 1781K1 NET EACH $67.34
NEOPRENE—UL Approved Fils A4843. Fireprool woven glass
membrane is impregnated and coaled on both sides with fire retar-
gsn, sirignt, walerproo! néoprene. Connector s iso resisiant (o

wide

rease, gases. and acids and has excellent flexing proper-
g Lol o g deiarl g ¥ i
Color is black.

No. 1781K3 NET EACH 561.73

Self Cleaning
Blast Gates

ag h
and spouts. Has siide locking screw

Mo o NETEACH size No.  NET EACH
T7305KT1 .. $38.46 8. 17305K79 . 7212
17305K72 17385 9901
735K 17385K82 . 114.42
17385K74 17385K83 15345
17385K75 17385KB4 . 20765
17385K76 ~17305K85 " 28013
~17385K77 117385K86 .. 385,71
17385K78. . ATIBSKBT | 43285

Half Blast Gates

Cut part of system In or out. Gates fit over out

side of blow pipe lines. Frame is cast aluminum,
and slide is steel

o Moy NET EACH

: - 81800

o Y13

- 1789K3 .. 183
‘17eoKa L 224
A7eKs L 248
ATH9K6 26
Galvanized Steel End Caps
PLAIN
. NET EACH
o ik 7135K81 8378

Two-sided door slips Into cutout (tem-
plate ncludod) In shoet metal duct and|
s with two knabs on outer door. |
oot door has lser-plass Asuitign bt
tween two shasts of sioel. Neopreno gas
Kots atiached make door airight

=

size
DOORS FOR FLAT DUCT
wis

T
DOORS FOR ROUND DUCT

4" 8 (lor 8" through 14" dia. ducts).
£ 12" {for 12" through 20" dia. duct
* Specily duct diameter.

No.  NET EACK
1815K66
L 1815K67
1815K68

1815K73
1815K74

Lightweight Steel Angle Flangos 1

=t

-

to
flanges are made of rolled structural angle iron
Larger angles, channels. bars, and shapes in steel,
stainless steel. aluminum, and other materials
rolled to specilications, and special punching re
available.

Punched flanges have bolt holes—bolts are not
furnished. Abbreviations: 1D=inside diameter.
H=height. W=width from ID of flange to OD of
flange. T=thickness of flange. BC= bolt circle.

Save
30%°

PLAIN
NET EACH No.

... 1764K81
1764K82

PUNCHED

W 1764K76 1764K36 ..

McMASTEH-CARR|

1
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TYPICAL ROOF MOUNT

FOR

BLOWER INSTALLATION
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NOISE SUPPRESSION

IDEAS ON HOW TO
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REDUCE BLOWER NOISE
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B Pans Available Dayton
™ 1-800-323-0620
WARNING: Review OSHA Codes. OSHA
complying guards are required where
No. 70760 fan blades are exposed and within

reach of personnel.
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CLOCKWISE HOLES

BOTTOM HORIZONTAL

CLOCKWISE

UP BLAST BASE DETAIL

No. 4C129

®

RADIAL OLADE HIGH PRESSURE BELY DRIVE

= See page 3690 for Ordering and Performance Data

= Blowers come complete with weatherproof drive
cover

» 10%s to 134" diameter, self-cleaning, radial blade
wheel

® For industrial air moving applications where
clean or light dust loading conditions exist

= Air deliveries based on standard test codes of
AMCA

® Dynamically balanced, self-cleaning, heavy-duty
die-cast aluminum wheels. Not intended for use
where flammable or explosive gases, vapors or
dust is present

® Steel housing and self-aligning ball bearing
pillow blocks

» Clockwise or counter-clockwise rotation

= Bottom horizontal discharge, but can be changed
to seven other discharge directions

® Maximum operating temperature is 180°F
(82.2°C)

® Motor and variable pitch drive packed separately
when ordered

® Gray baked-on epoxy finish

HIGH PRESSURE BELT-DRIVE BLOWERS ORDERING DATA (LESS DRIVE PACKAGE+)

) RN

Wheel (In.) | Shaft Outlet (In. | Overall (In. | Stock Shpg.
Dia. \}I [ Dia. (In.) Inlet i (In.) ‘ H w (in. | No. Each Vﬁ
0% 3 Y 6 | 4 3% ; 21 20 16 4C129 $335.25 58.0
2% 3 1 7 5 4 % 24 18 46130 2410.75 88.0
1% 4% 1 8 | 7% 5% 26 25 23 | 4C131 447.00 80.0

HIGH-PRESSURE BELT-DRIVE BLOWERS DIMENSIONS

Stock DIMENSIONS IN INCHES

No. A B c D E F G H J K M N P s T v X
129 1275 13 4 3 14 10 8 T 6 8 7% 17 2% 6 2006 17 716 14
4130 164 15 5 4 137 147 10 8'/1 7' 9 9s 20'/2 31/ 7 253 20 9/16 17
131 177 15 7' 54 13'% 16 117 1072 9% 1175 11 21 4 8 25 /s 20 9/16 17

D pa kage consists uf'ﬁu[’)z]‘n'();)f‘iailrtrlrn‘ldt?)r:ﬂl)‘elt‘ and sheaves to obtain the performance listed. - - h - ) B - 7 - ) -

~ CONTINUED ON NEXT PAGE .



_994059367.doc
[image: image1.png]TYPICAL ROOF MOUNT INSTALLATION

SHIELD BLOWER T EXHAUST
FROM THE WEATHER —
WITH PROTECTIVE ENCLOSURE

AIR FLOW.

GATE
N

ROOF b= ]
--------- - EXHAUST BLOWER
e
WIRE BLOWER TO —
A WALL SWITCH | USE SMOOTH WALL TUBING SUCH AS SHEET
o [ METAL OR PVC THAT IS THE SAME DIAMETER
| AS THE BLOWER INLET. SEAL ALL JOINTS
| TO PREVENT FUME LEAKS. KEEP TUBING AS
SHUT OFF <——— STRAIGHT AS POSSIBLE. BENDS REDUCE
|
t
|
|

¥ mﬂ@ : REDUCE TO 4 INCHES WITH
. i A REDUCING COUPLER

— |
—_— ¥—— 4 INCH DIAMETER FLEXIBLE RUBBER HOSE

TYPICAL OUTSIDE MOUNT INSTALLATION

INSIDE | OUTSIDE
|

WIRE BLOWER TO ; USE SMOOTH WALL TUBING SUCH AS SHEET
A WALL SWITCH | METAL OR PVC THAT IS THE SAME DIAMETER
\ | AS THE BLOWER INLET. SEAL ALL JOINTS
TO PREVENT FUME LEAKS. KEEP TUBING AS
STRAIGHT AS POSSIBLE. BENDS REDUCE

REDUCE TO 4 INCHES WITH AIR FLOW.
A REDUCING COUPLER

EXHAUST

W SHIELDBLOWER
FROM THE WEATHER
WITH PROTECTIVE ENCLOSURE

SHUT OFF
GATE |
Vi I
E T WER

4 INCH DIAMETER FLEXIBLE RUBBER HOSE ST LOWE








